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SPECIFICATION DATA

MOYNO® 500 PUMPS

600 SERIES

MODELS CP E1 F F, F2 M R SUCT.
(NPT)

DISCH.
(NPT)

WEIGHT
(LBS.)

60301 2425/32 19/16 151/4 51/32 — 15 51/4
3/4

1/2 30
*60311 285/l6 19/16 1825

/32 51/32 — 15 815/32
3/4

1/2 38
61001 323/8 19/16 223/4 51/8 — 225/8 51/4

3/4
3/4 32

*61011 3529/32 19/16 223/4 811/16 — 225/8 815/32
3/4

3/4 40
62201 375/8 19/16 223/4 103/8 101/4 277/8 51/4

3/4
3/4 32

*62211 415/32 19/16 2211/16 14 711/16 277/8 815/32
3/4

3/4 40
63301 279/16 21/8 143/4 85/16 — 177/8 51/4 11/4 11/4 40
*63311 3123/32 21/8 221/4 431/32 — 177/8 815/32 11/4 11/4 48
65501 2713/16 21/8 143/4 89/16 — 181/16 51/4 11/4 11/4 38
*65511 3111/32 21/8 221/4 419/32 — 181/16 815/32 11/4 11/4 46
*Packing Gland Models.

All dimensions are in inches.
Specifications subject to change without notice .

603, 610, 622, 633, AND 655 MODELS
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PERFORMANCE (water at 70°F)

MATERIALS OF CONSTRUCTION
COMPONENT ALL MODELS

Housing

Rotor

Stator

Cast iron

416 SS/CP

NBR (Nitrile)

CP = Chrome plated
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PERFORMANCE (water at  70°F) (CONT)
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PERFORMANCE (Water at 70°F) (CONT)
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