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CHOOSING THE RIGHT
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Washdown pumps come in two mainvari-
eties. High pressure, low flow models
are typically self-priming and come with
an automatic demand switch that con-
trols their operation much like a water
system pump. Low pressure, high flow
models are operated by amanual switch
and normally require flooded suction.
Most washdown pumps can be utilized
for baitwell operation. However, there
are many models specifically designed
for baitwell service.

DUAL PUMP SYSTEMS

Baitwell

Provides quiet, high flow for your
livewell at low amperage while
giving you high-pressure washdown
when you demand it! See top of page
23 for details!
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AC DOCKSIDE BAITWELL/LIVEWELL PUMPS

These continuous duty pumps will lift up to 15 feet vertically and deliver
up to 120 gallons per minute. They are ideal for dockside livewells or
fishing pier bait houses. They come equipped
with non-clogging open impellers and come
standard with 115/230 vac motors. Three 4
phase, TEFC, 50 hertz and explosion
motors are also available.
See page 20 for
details. '
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MACERATE YOUR FISH BOX!

Macerators will chop up and evacuate the scales, grass, small
fish parts, etc... leftin your fish box after a productive
day on the water. Their powerful suction will quickly
drain your box and reduce the time required
to clean-up and store your boat!

HIGH PRESSURE, SALT WATER,
WASHDOWN NOZZLE

Most nozzles last only three months in the marine
environment. The Jet Stream is guaranteed to last a
minimum of one year! It is a true salt water rated gun with
stainless spring, swivel head, quick release hose attachment, locking
trigger, built-in check valve, /4" GHT inlet port and protected water channel.
Tens of thousands are in use today! See page 24.

HYDRAULIC, PNEUMATIC ;-
OR CLUTCH DRIVEN

Don’t want to run your pump off AC or DC current? p
Why not clutch drive you pump off your

engine or drive it off your existing

hydraulic or pneumatic (air) b %
system. It’s an efficient way
to move a large volume of
waterinahurry! See pages 20
and 36 for details.
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