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Heavy Duty Marine Low Pressure Pumps

MS1200 - M5900 - MS580

1 Stainless steel/bronze construction/nylon volute
) Submersible or open air operation*
D Available 115 VAC or 230 VAC
06" power cord, custom cord lengths available
' Complies with ABYC standards
1 Dimensions 4.25" x 6.25"
1. Thermal overload protection,/Viton double lip seals
0 Fresh or saltwater rated
@ 3_/ " NPT suction, 1/2” NPT discharge
*'f"s"(]}" MRt orshortdoim 304 stainless shaft with hard chrome plate
or Open Air Application. :
_.-304 stainless steel motor housing

U Available with or without universal mounting bracket

MODEL VOLTAGE Hz HP.  Amp. 1’ 3 8", A8 Max.
115 VAC 60 Hz 1900 "33 1200 980 840 660 ;540 20

230 VAC 50/60Hz  1/9 L5 1000 820 700 450 260 17

115VAC 60Hz  1/12 26 900 1,720, 62000 42513901, 17

— | Ms900-230 230 VAC \50/60Hz | 1/1200 14 | 750 | 600 5200 350 | 320 | 15
VI5WC oMz 115 | 25 | 580 475 390 (30 %60 | 13

230 VAC 50/60Hz  1/15 1.3 490 350 330 260 = 7Y




