




PARTS LIST
Key Description . Primary Pump Secondary Pump

(Top) Part No. (Bottom) Part No.

– Service Kit* 20409-043 20409-043
1 Upper Housing Kit w/switch or sensor 20404-028 20404-012
2 Check Valve 20407-030 20407-030
3 Diaphragm Kit 20403-040 20403-040
4 Lower Housing Kit 20419-002 20419-002
5 Motor , 12V R2009-127A R2009-080A

Motor,  24V R2009-127A R2019-027A
6 Pump Head 20406-038A 20406-012A
7 Pump (12V) R4525-743A R4325-509A

Pump (24V) R4525-743A R4325-508A
8 Slide Clips 20408-000 20408-000
9 Manifold Kit 21039-100A 21039-100A
10 Bracket Kit 21000-372A 21000-372A
11 Fitting Kit 20381-074

* Service Kit includes #2, 3, 8 and drive cam assembly

21

4 7 Includes #1, 2, 4, 5 and 88

3 5

6.06 (154)3.50 (89)

8.31 (211)10.81 (275)

8.88
(225)

EXPLODED VIEW

DIMENSIONAL DRAWING
Inches (Millimeters)

OPERATION 
Switch the Sensor Twin VSD Pump System on and allow pump
to prime. Turn each faucet and fixture off as flow becomes
steady and free of air. Pump should shut off shortly after last
faucet is closed. If pump does not turn off automatically, check
for plumbing leaks and/or continue to bleed air from plumbing system.

Pump is now ready for automatic operation. It will start when
faucet(s) open and stop when faucet(s) close. If pump will be
inoperative for an extended length of time, turn pump circuit off
and open a faucet momentarily to relieve system pressure.

Remove electrical power from pump
before servicing equipment.

WARNING


