FEATURES

Heavy-gauge copper, brass, and bronze construction.

High quality, heavy nickel chroeme finish or tough
baked enamel paint finish.

Heat resistant tempered convex lens set in weather-
proof gasket,

Escutcheon plate covers and finishes clearance hole
in cabin ceiling.

Single-lever action for quick horizontal and vertical
Sweep.

2850 horizontal sweep and 50° vertical motion.
Horizontal and vertical locking device.

Double contact bayonet-type projector bulb.

Precision-formed polished chrome parabolic
reflector,

External focusing for spot or flood beam,

Rubber covered wiring cable enclosed in weather-
proof flexible conduit.

Shipping weight: Approximately 30 Ibs. (13.6 Kg)

STANDARD MODELS
Model Rod Length
Number Finish Voltage Amperage Bulb Number Below Base
40533-0090 Gray 12 5% 98039-0020 16" (406mm)
40633-0110 Gray 32 3% 98039-0060 16" (406mm)
40533-0210 Chrome 12 5% 98039-0020 16" (406mm)
40633-0230 Chrome 32 3% 98039-0060 16" (406mm)

Note: For 24 Volt order Bulb Number 98039-0050.
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DIMENSIONS

INSTALLATION AND MAINTENANCE

INSTALLATION INSTRUCTIONS: Searchlight should be
mounted so its base is level. Drill 1 1/8" (29mm) clearance
hole through roof for outside control rod. Drill 1/2* (13mm)
hole for wiring directly behind and next to control rod hole.
Loosen set screws (Keys 9B, 10A) and remove lever and ful-
crum assembly. Loosen screw (13A) and remove stop collar
(Key 13) and escutcheon plate (Key 14) from rod. Mount
light in place, feeding wire through 1/2" hole. After putting
sealing compound under base, fasten to roof with conduit fit-
ting facing aft. Replace escutcheon plate and mount to ceiling
with split in plate facing aft. Replace stop collar, and tighten
set screw for rotation stop. Replace lever and fulerum
assembly.

WIRING DIRECTIONS: Use stranded copper wire. For 12
volt models, use 12 gauge wire for up to 35’ (10.6M) fram
power source. For 32 volt models, use 16 gauge wire for up to
50" (15.2M) from power source. For lengths greater than
specified, a heavier gauge wire should be used.
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