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Motor Housing Epoxy-coated Cast Iron on #10 Series

(Cast bronze on #12 Series)

Impeller Type Non-Clog

Volute

Power Cord 16-3 SJTW

Mechanical Shaft Seal Nitrile parts, carbon & ceramic faces

Impeller Material Nylon

Epoxy-coated Cast Iron on #10 Series

(Cast bronze on #12 Series)

Fasteners Stainless Steel

Shaft CRS

Bearings Stainless Steel upper & lower ball

bearings

ISO 9001 CERTIFIED

AMPS

S/R

40/11

40/11

40/11

40/11

40/11

40/11

WATTS

1,100

1,100

1,100

1,100

1,100

1,100

SHUTOFF

(FT.)

23

23

23

26

26

26

5

70

83

�

70

70

83

83

10

63

66

�

63

63

66

66

15

45

50

�

45

45

50

50

MODEL

NO.

10-CIM

10-CIA

10-CIA

12-CBM

12-CBA

12-CBA

ITEM

NO.

510055

510155

510156

512055

512155

512125

H.P.

1/2

1/2

1/2

1/2

1/2

1/2

VOLTS

115

115

115

115

115

115

SHUTOFF

(P.S.I.)

10

10

10

11.2

11.2

11.2

POWER

CORD (FT.)

10

10

25

10

10

25

DIMEMSIONS

(H x L x W) (IN.)

10.5 x 9.3 x 9.5

10.5 x 9.3 x 9.5

10.5 x 9.3 x 9.5

10.5 x 8.5 x 9.5

10.5 x 8.5 x 9.5

10.5 x 8.5 x 9.5

10 & 12 Series Sump Pumps

Construction

Specifications
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PERFORMANCE (GPM @ HEAD


