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SIZE PART NUMBER O-RINGS MATERIAL

1.5” (90 CI) 1000.771-1 Buna PVC/ABS/Lexon

2” (90 CI) 1000.771-7 Buna PVC/ABS/Lexon

SIZE PART NUMBER MATERIAL

1.5” MP-CV15 PVC

2” MP-CV20 PVC

Our light duty WW model strainers are sold with either a 1.5” or 2” union adapter. All 
units come complete with an internal strainer assembly and gasket seals. Sequence® 
WW model strainers are designed, engineered, and produced in the USA.

We offer two different sizes of swing check valves (1.5” and 2”) for our ValuFlo line of 
pumps. They are best suited for applications with potential flow reversal. All units are 
made from 100% PVC with a rubber sealed flapper swing valve.
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SIZE COLOR PART NUMBER O-RINGS MATERIAL

2” (500 CI) Clear 24170488 Buna PVC/ABS/SS

2” (500 CI) Gray 24170496 Buna PVC/ABS/SS

Our medium duty PF model strainers have a clear or gray PVC body and a basket 
made of stainless steel or acrylonitrile butadiene styrene (ABS). The standard port 
dimension is a 2” male thread that comes with adapters that have a slip port. With the 
PF model strainer you can expect higher quality molding processing, finer materials 
and excellent performance. 
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