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ENGINE COOLING

SELF-PRIMING PUMP

FEATURES

Body: Bronze
Bearing Housing: Bronze
Impeller: JabscoNeopreneCompound
Shaft: StainlessSteel
Shaft Seal: Carbon-CeramicFaceType
Bearings: SealedBallBearing
Ports: 1-1/4"IDHose
Pulley: 6-1/2"FullGrip“A”Belt
Weight: 7lb(3.2kg)

INSTALLATION AND OPERATION

Thepumpmaybemountedinanyposition.Thedirection
of rotation of the pump determines the location of the
intake and discharge ports (refer to dimensional
drawings).Beforeinstalling,rotatethepumpshaftinthe
directionofthenormaloperatingrotationoftheengines
on which the pump will be mounted. The mounting
bracketusedtosupportthepumpmustbedesignedto
enableadjustmentofthepumppositionforproperdrive
belttension.
Attachthepumptothemountingbracketusing3/8"–16
hexheadscrews.Thepumpmountingholesaretapped
tothisthreadsize.
PutPulleydrivebeltoverboththedrivepulleyandthe
pumppulley.An“A”sectionpulleybeltshouldbesufficient
to drive the 18940-0010 pump. Position the pump to

allow1/2" deflectionof thedrive beltmidwaybetween
theengineandpumppulleys.Securethepumpmounting
brackets.Attach 1-1/4"ID hose to the ports and clamp
usingtwostainlesssteelbandclampsperport(besure
toattachthewaterintakelinetotheproperpumpport).
Besurethatallsuctionlinesareairtightsothatthepump
will self-prime.Start the engine and run at low speed.
This pump depends on the water for lubrication. DO
NOTRuNDRyformorethan30seconds.Lackofwater
will damage the impeller. This pump is designed for

liquids between 45° and 180°F. Pumping colder water
willshortenimpellerlife.
Coolingsystemshouldbedesignedsothecoolingpump
operateswithamaximumof15psioutputpressure.

WINTERIZING

Drainthepumpbylooseningtheimpellerhousingbolts
andlooseningthehousing.Flushcoolingsystemwithan
ethyleneglycolbaseantifreeze.NOTICE:Donotusea
petroleum based rust inhibitor in the pump. Pump
damagecanresult.

APPLICATIONS

• Marineenginecooling
• ReplacesSherwoodmodelG-5forChryslerengines
LM318,LM340,LM360,LM383,LM400,LM440

• Lehman302,351C.I.
• PowerhouseMarine302,351C.I.

Injury hazard.  Exposed pulleys and belts can 
cause injury.  Install shield around pulleys and 
belts.  Stay clear while machinery is operating.

WARNING!

MODEL 18940-0010



SERVICE INSTRUCTIONS

DISASSEMBLY
1. Removethethreeimpellerhousingscrews(Key13).
2. Slide impeller housing (Key 2) off the bearing

housing(Key3)andshaft(Key4)assembly.
3. Graspinghubofimpeller(Key1)withpliers,remove

itfromimpellerhousing.
4. Remove cam screw (Key 12) from the impeller

housing.Slide thecam (Key6)outof the impeller
housing.

5. Remove the O-ring (Key 7) from the impeller
housing groove. TO REMOvE SEAL ASSEMBLy,
THESHAFTANDBEARINGASSEMBLyMuSTBE
REMOvEDFROMTHEBEARINGHOuSING(KEy
3).

6. Drive roll pin (Key 11) out of the pulley and shaft
subassembly.

7. Loosen set screw and remove pulley (Key 5) and
key(Key16)fromshaft.

8. Remove the retaining ring (Key 10) out of the
bearinghousing(Key3).

9. Lightlytapthesplineendoftheshaft.Shaftandball
bearings (Key 9) should slide out of the bearing
housing.BECAREFuLNOTTODAMAGESPLINE
ENDOFSHAFT.

10. Ceramicportionoftheseal(Key8)assemblynormally
will stay on the shaft. THE BRASS/CARBON
PORTION OF THE SEAL SHOuLD HAvE
REMAINED IN THE BEARING HOuSING. Lightly
pressthisportionfromthepulleyendofthebearing
housingtowardtheimpellerendofthebearinghousing.

11. Pressballbearings(Key9)offtheshaftbysupporting
eachbearingonitsinnerracetopreventdamage.

ASSEMBLY
1. Clean and inspect all components for wear or

damage.Replaceallcomponentswhereneeded.
2. Lightly lubricate pump shaft (Key 4) and press

bearings (Key 9) onto shaft by applying force to
innerraceofthebearing.DONOTAPPLyFORCE
TOOuTERRACEOFBEARING.

3. Slide ceramic (white) portion of seal (Key 8) onto
spline end of shaft with large white face toward
splineend.

4. Lightly press the brass/carbon portion of the seal
into thebearinghousing (Key3);becarefulnot to
damage the carbon face of the seal. Brass face
should face toward impeller end of pump and be
pressedflushwithbottomofcounter-bore.

5. Lightlypressshaft,bearingandshaftseal(ceramic
portion) subassembly into bearing housing; be
carefulnottodamageshaftendorsealcomponents
duringthisassembly.

6. Replacebearingretainingring(Key10)intobearing
housing.

7. Slidepulley (Key5)ontoshaft.Makesure that roll
pinholeinshaftlinesupwithholeinpulley.**

8. Drive roll pin (Key 11) into pulley and shaft and
tightensetscrew.

9. Applya thincoatofsealant toconvexsideofcam
(Key 6) and threads of cam screw (Key 12), and
fastencamtoimpellerhousing.

10. Slide impeller (Key 1) onto shaft spline and place
splinesealinimpeller.

11. Slideimpeller(Key7)intogrooveinimpellerhousing
andcamsubassembly.Lubricateimpellerbore.With
atwistingmotion,slidetheimpellerhousingoverthe
impeller. Be sure the direction the impeller blades
arebentmatchesthedirectionofnormalengineand
pumprotation.

12. Fastenimpellerhousingtobearinghousingwiththe
threemachinescrewsandwashers(Key13and14).

13. TESTpumpfollowinginstructionsunderInstallation
and Operation section.

**Iftherollpinholecannotbealignedthroughpulleyandshaft,drilla
new1/8"holeforrollpinatanangle45°fromoriginalhole.Center
punchpulleyhuborfileaflatspotonhubtoeasestartofdrilling
procedure.



PARTS LIST

Part
Key Description Qty. Number
1 ImpellerandSplineSeal* 1 11979-0001
2 ImpellerHousing 1 18944-1000
3 BearingHousing 1 18943-1000
4 Shaft 1 18836-1000
5 Pulley 1 18753-0006
6 Cam 1 10182-0000
7 O-Ring* 1 18753-0005
8 Seal* 1 96080-0080
9 BallBearing 2 92600-0120
10 RetainingRing† 1 SeeHrdw.Kit
11 RollPin† 1 SeeHrdw.Kit
12 CamScrew 1 91004-0090
13 ScrewKit(3ea.withWashers) 1 18753-0001
14 SplitWasher SeeScrewKit
15 SetScrew† 1 SeeHrdw.Kit
16 Key† 1 SeeHrdw.Kit

ServiceKit 1 90184-0001
HardwareKit 1 18753-0010

*IncludedinServiceKit



THEPRODuCTSDESCRIBEDHEREINARESuBJECT
TOTHEJABSCOONEyEARLIMITEDWARRANTy,
WHICHISAvAILABLEFORyOuRINSPECTION
uPONREQuEST.
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