
for cockpit, deck and boarding point illumination for leisure, 

commercial, fishing and safety craft
ITT Jabsco is pleased to announce the introduction of our new Flush Mount Halogen Floodlight. Designed 
specifically for the rigors of the marine environment, it features an exclusive weather-proof “full boot seal” to 
protect the wire contacts from corrosion.

Finely styled to integrate with contemporary yacht designs, the new floodlight is both attractive and tough. 
Constructed of shock and vibration resistant materials with a U.V. stable housing to eliminate “yellowing”, the 
floodlight will provide many years of dependable service even in the toughest conditions.

Best of all are its superior lighting characteristics. The 45˚x 20˚ flood beam pattern has sharp edge cut-offs 
to reduce stray lighting with no “hot spots”, providing uniquely even lighting. The new Jabsco Flush Mount 
Floodlight is the smart choice for cockpit, deck and boarding point illumination for leisure, commercial, fishing 
and safety craft.

Features and Benefits
• 3” x 5” (76mm x 127mm) 50 watt sealed beam halogen
• 45˚ x 20˚ flood beam pattern
• U.V. stable materials for non-yellowing
• Heavy duty shock and vibration resistant construction
• Weather-proof “full boot” seal protects wire contacts

NEW!

Flush Mount Halogen Floodlight
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Warranty: All products of the company are sold and all services of the company are offered subject to the company’s warranty and terms and conditions of sale, copies of which will be 
furnished upon request. The information provided herein is for guidance only, it does not constitute a guarantee of the performance or specification of any individual product or component.
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Floodlight Mounting Options
Cautionary Notes:
1. Floodlight is designed for marine use. Install in exterior, well 

ventilated areas. For all other uses, contact ITT Jabsco.
2. Do not cover the floodlight while “on” or overheating may 

occur.
3. Do not immerse or pressure spray floodlight with cold water 

while “on”, as damage to the light may occur. 
4. Do not look directly into the light while “on”.

PARTS LIST
Key Description Qty. Part Number

1 Mounting Screws 2 1000144-01

2 Bezel 1 1000118-01

3 Sealed Beam 1 18753-0351

4 Boot Seal 1 1000120-01

5 Mounting Plate, angled 1 1000142-01

Mounting Plate, straight 1 1000644-01

6 Gasket 1 1000143-01

7 Wire Harness 1 1000646-01
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Replacement Parts

With 1000644-01
Straight Mounting  
Plate

With 1000142-01
Angled Mounting  
Plate

3” x 5” (76mm x 127mm)
A 3” (84mm) D 6-3/4” (171mm)

B 3-7/32” (92mm) e 4-1/4” (108mm)

C 1-11/16” (43mm) F 6-7/32” (157mm)

D

E

F

A

B

C

Models:  45930-2012, 3 x 5 flush mount - angled back

 45930-2512, 3 x 5 flush mount - straight back

Beam Angle: 45˚ x 20˚

Voltage: 12 Vdc

Amperage: 3.8 @ 12 Vdc; 4.1 @ 13.6 Vdc

Watts: 50

Size:  6-3/4” long x 4-1/4” high x 2-3/4” deep; 

          (95mm x 108mm x 70mm)

Weight: 1 lb. (.45 kg.)

Conformance: ce

SpeCifiCAtionS


