
50840 Series Low Pressure Centrifugal Pump

"CYCLONE PUMP"
Stainless Steel DC Motor / Pump Unit

A range of  Sta in less Steel  Genera l
Purpose Centr i fugal  pumps des igned
specifically for the marine and industrial
markets. Typical applications would be for
circulation applications such as hot water
systems, livewell or bait tank installations.

Heavy duty robust design
Stainless steel construction
Long life DC motor
S i len t  runn ng
Anti-clog impeller design
Long ife mechanical seal
Slngle tool serviclng

Continuously rated
l\,4otor life 3500 hours
2m suction l ift when wet

ISO 8846 MARINE and USCG Regulations
for lgnition Protection
1SO 8849 l\,4ARlNE Bilge Pump Standard

s0340 sefiss cycrode Performancc

Prnps running ar 12.3V and 2s.6v nc

WARNING: Do not pump petrol or
fluids with a flash point below 37'C
(98"F). Explosion and death may
occur,

. The Cyclone can be mounted on any flat
su rface.

. The pump musl be installed below the lowest
f uid level lo maintain flooded suctior,.

. Fit pump in a dry, well venti lated positjon.
' Use rJbbe. g'ommeLs p.ov'ded to minimise

vibfation.
. lf mounted vertlcally, ensure the motor s

above the pump head.
.  Use 3 /4"  p ipe f i t t ingswth  PTFE p ipe lo in t tape

or cornpound.
' Plactic f i frqs shoJlo noL oe Jsed f pump is

installed below the waterline.

WARNING:  A l  maf ine  pumps
discharging overboard must be installed
w th the overboard dlschafge well above
both static and heeled waterlines.
Flooding and death may occur.

Model Voltage Port Fitting
50840-0012 12Vdc NPTF
50844-2412 12Vdc BSP
50840-0024 24Vdc NPTF
54840-2024 24Vdc BSP



50840 Series Low Pressure Gentrifugal Pump

Check al electrical
Check seal area for

. Pump may be run dry for short periods of t ime

. Pump may be run agalnst a closed dischatge.

. Make all electrical connections in dry
ocaltons.

' In humid/wet environments, connections must
be sealed to prevent corrosion.

' Protect the circuit with a correctly fttted fuse or
circu t breaker in the red/orange positive (+ve)
ead, as close as possible to the power source.

' Connect the black negative Gve) lead to the
negative battery terminal.

' Inadequate voltage at the pump (not more
than 3% below rated voltage) may result in
poor pump performance. See table for wire
srz  ng .

WARNING: lf the fuse falls repeatedly,
do not f it a heavier fuse or bridge the
terminals. Fire and death may occur.

connections periodically.
signs of ieaking.

See Exploded View (Page 4) for explanation of
parts key

WARNING: \,4oto. rrd! get nor dfter
o'olonged use do nor louca. BL'ns mdy
occur.

(A) Pump Head Kit (NPI)
Pump Head Kit (BSP)

50844-0000
50844-2000

B) Seal Kit 50835-0000

C) Motor  K i t  (12V)
Motor Kit (24V)

50836-0012
50836-0024

KEY DESCRIPTIONKIT KEY QTY PER
KITB C

-lousrnq 1
2 nd Cover 1
3 )_H  Ing 1 1
4 icrews 5 5 5
5 mpe er
6 feal 1
7 !10tor

ocking Nut 1 1 1
I ) nger
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Number Voltage ll laximum

Current Size
Wir ing Sizet

AWG mm2 lVax. Length

50840-XX12 12V 9.0A 10A 1 4 2 .5 4.5rn (15 ft)
10 60 9.0rn (30 ft)

50840 XX24 24V 18 1 .0 4.5m (15 ft)
1 .5 I 0m (30 ft)
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50840 Series Low Pressure Centrifugal Pump

Dimens ons n mm (nches)
Weight  2 .88k9 (6.3 lbs)
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