
Models i285O.SER|ES
12860-SERIES

.. Description .._

Nitr i le lmp€l ler

Nitr i  e lmpel ler

Shaft:

SELF.PRTMING PI'MPS
DESIGN FEATUFES

3l6StainlessSteel

3

11,

Shaft Seal: Cabon-CeramichceType,Nitrile

Bear ings:  Carbon

Model 12850-Se.ies- % NPT
Model r2860-Series - 1" NPT

Model r2850-Series - 3% lbs11,7 ks)
Mod€l 12860-Series - 5 7, lbs {2,5 kg )

12850-0001
12850-0003
12860-0001
12860-0003

NOTE: Carbon / Carpenier 20 seal available as a
spare parr,

APPLICATIONS

Deslgn€d asa lowcosl  p!mpfol |  t fansfers,  c i rcu lat ion,  sp i  l
re tufns,  f i l t ra t ion and f i l l ing l ine use.  Easi ly  handles pure
so ut ions, foaming l iqu ids,  emuls ions,  suspended sol ids,  gels
and ferments. Because the p aslic pump is resistant to
corros ion and metal l ic  contaninat ion,  i t  is  widely  used for
pumping photo chemicals,  p lat ing compo u nds,  lab solut io  ns,
pharmaceutic6ls, cosmetics, weak acids, alkalies, liquid
fertilizers, inseciicides, dyes, detergenis, waxes and many

SeetheJabsco Chem ica I Resistance Ta b le (availabte upon
request from ITT Jabsco). lt has been prepared to hetp you
select  the most  s ! i rable impel ler  and pump mater la l .

OPERATING INSTRUCTIONS

1. INSTALLATION Pump may bemounted inanyposi l  on.
The roiaiion ofihe pump shaft determinesthe localion ol
the p!mp s in take and d ischarqe por ts  Fefer  to  d imen.
s onai  drawl .g.  Before staning,  turn the pump shaf l  n the
direction of the operating rotaiion.

2. DRIVE - Belt or Direct with flexible coupl n9

NOTICE: Do not  press a p l l ley or  coupl ins on the shaf t
wi thoutsupport lngthe shaf t to  prevent  i ts  movement rnto
the impeler  bore.

BELTDRIVE- Overr ightbe r  oadw, l l  reduce pump bear ing
l i fe .

DIAECT DBIVE Clearance shou d be left between drive
shaf t  and pump shaf t  when insta l t ins coupl ing Aways
Jnounl  pump and a ign dr ive shafr  before i ightening the
couplrng set  screw.

3.  SPEEDS -  100 nPM to the maximum shown rn rne
pedorm€ncetable.  For  longer pump l i fe ,  operate a l  lowest
possible speeds.

4 SELF^PRIMING- Pr i rnes at  low or  h igh speeds.  Forver t ica l
dry suct  of  l f t  o f  l0  feel ,  a  min imum of  800 RPM is
rcqu red.  Pump wi l  produce suct ion l i f ts  up to 22 feet
wh€n we(e. l  BE SURE SUCTION LINES ABE AIRTIGHT
OR PUMP WLL NOT SELF.PN ME.

5.  RUNNING DBY -  Uni t  depends on l iqu id p!mped for
lubrication. oO NOT RUN DRY FOR MORE Tl.lAN 30
SECONDS. Lack of  l iqu id wi l l  damage the impel ler  and
other components.

6. CAUTION- Do not pump petroleum derivatives,solvents,
thinners. highly concentrated or organic acids. lf corosive
lluids are handled, pump life will be prolonged if fiushed
with wateraftereach use oraftere.chwork day. Consult
Jabsco Chemical Resistance Table in Industrial Caralog.
For lurther inlormation contact factory.

7. PRESSUBES For contin uous operation, pressu re snou ro
not exceed 20 PSI for 12850-Series and 30 PSI for
12860'5eries.

8. TEMPERATURES Recom m en ded tem peratu re range with
neoprene !mpel ler45" io 180"F (7 ' to82<C),  and wi th n i t i le
impeller 50' to 180"F {10" to 82'C)-

9. SPARE PARTS A Jabsco Service Kit should be kept on
hand to maintain all but ihe most badly worn pumps.



SERVICE INSTRUCTIONS

O Disassembly Steps
To Replace lmpeller:

1 O Remove wing nuts, washers, and end cover-

2 a Remove pump head from seal housing. Be-
move O-rings from body grooves.

3 a Push impeller from body bore.

4 ! Grasp hub oJ impeller and with a rotary mo-
tion push it  into the lubricated body bore.
Replace O-rings in body grooves. (Before
putt ing body-impeller assembly on shaft,
push impeller up so blades bend under cam
located in top of body.)

5 E Instal l  body-impeller assembly on shaft, l in-
ing !p double-f lat drives ot impeller. Insral l
top thru-bolt and washer.

6 E Instal l  bottom three bolts through mounting
bracket and body; instal l  end cover, securing
with washers and wing nuts,

To Replacs SEal Assemblyi

7 O Follow steps 1a , 2 O, and 3 O

8 O Loosen set screws and remove seal collar
assemoty.

g O Pull shaft from impeller end of beaflng nous-
jng, wh;ch wil l  remove seal gasket and seal
seat lrom shaft.

10 O Remove seal face piece, O-ring and seal
spring from rear of bearing housing.

! Assembly Steps

Lubricate sealspring with si l icone grease and
instal l  spring and O-ring onto carbon face
seal.

Install carbon face seal into seal bore wrrn
seal face outwards.

Instal l  shaft sub assembly into bearing hous-
ing, push ceramic seal seat down onto shaft
until it rides on carbon face, and seal seat
gasket faces out.

lnstal l  col lar with two set screws onto shaJt.
Do not t ighten.

Complete steps 4,5, ahd 6 E .

Adjust seal torce by sl iding set screw co ar
against seal and l ining up slots with drive
lugs while shaft is pulled al l  the way out
against i ts thrust col lar. Compress spring
about halJ way and t ighten set screws,

11 tr

12 17

1 3 t r

1 4 t r

1 5  D

1 6  |

To Replace Bearings: \./

1 7  a  F o l l o w s t e p s T  O , 8 O  a n d g  O ,

18 O Bemove bearing sleeve from bearing housing.

19 O Remove bearing sleeve and thrust plate from
end cover piece,

20 tr Install thrust plate and bearing sleeve in end

21 E lnstall bearing sleeve into bearing housing.

22  E Fo l low assembly  s teps  11  8 ,12  t r ,13  n ,
1 4 t r , 1 5 ! , a n d 1 6 ! .
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PARTS LIST

otv.
Req.l(eyotv.

R€q,

7
8
9

t0
1 l

Winq Nur 1/4.20

tnd Cover
Thflst Plate afd Bearing

.GRifg (8ody)
*lmpe ler (Neoprene)

(NitI i le)
Eody
Carbon Bearing (Housing)
Bearing Housing
Eracket (lVouniing)

*SealAssembiy
Carbon/Ceramic
Carbon/Carpeit ler

SealCollar
ShafiAssembly
Stainless Steel
Botr 114.20x3.1t4

Service Kit
With Neoprene Inpeller
Wiih Nitr i le lmpeller

91107-0030
91601.0040
12854.0000
12875.0000
92000.0310
14281.0001
14281.0003
4974.0010

12863-0000
12853.0000
r28s5.0000

12865.0000
12865-0600

12938.0000

12857.0010
91094 0i70

90130 0001
901300003
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I
2
I

I
I

I

I
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91107.0030
9r601.0040
r2854.0000
12875.0000
92000.0310
14282.0001
14282.0003
5170.00I0

12863.0000
12853.0000
12855.0000

12865.0000
12865-0600
12938.0000

12867.0010

91094 0050

90132-0001
90132.0003

4
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1
1
2
I
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tvloDEL 12850-0001 AN|) VARtATtoNS

Pa{ umbe

.PA8TS CONTAINED IN SEEVIIE KIT.

M0DqL r2860-000r a 0 vARraTtolts

PaI l,lumb€r

Wins  Nu l  Z -20

End Covef
Thrust Pkle and Bear ng
0{ing (t id Cove.)
mpeller (N€oprene)

(Nihi le)
Body
Carbon Eearing (Ho sing)
Beafing Housing
Bracket (lvlounting)
SealAssenrbly
Carbon/Ceramic
Carbof/Carpenler
SealCollar
ShafiAssembly
Stainless Steel
Bol l  l /4 20x4

Service Kit
Wilh Neoprene lrnpeller
With Nitr i ie lmpel ler



DIMENSIONAL DRAWING
INCHES (millimetres)
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CAPACITY CHART

MODEL 12850-0001

IIT.hssco
A Un lol  TTCorporat on

1485 Dae Way P O Box 2154
Cosla Mesa. Caliiornia 92628-2158

Te ephone i714) 545'8251

TOTAL HEAD 5OO RPM '1160 RPM 1750 nPM
It. ot meters of

PSI t<9/cm2 water water GPM {  / f , , r  hP G P M  I  1 d ' i n  h P G P M  t / m , n  h t )

4.3 0,3 10 3,0
8.7 0,6 20 6,1

13.0 0,9 30 9,1
21.6 1,5 50 15,2

3.0 11,4 1/6
,, ,j ,:,u

L 6  2 8 , 8
6.4 24,2
4.8 18,2

1/4
1 t 4
1 / 3

1 1.0 41,6 1/2
1 0 . 0  3 7 , 9  1 1 2
8.5 32,2 1/2
5.0 18,9 1t2

MODEL'12860-0001

TOTAL HEAD 5OO BPM 1160 RPM 1750 RPM

- fl oI meters of
Psl kq/cmz water water GPM G P M  r / n r i  I P c P M  ( ' n , " '  h P

4.3 0,3 t0 3,0
8.7 0,6 ?0 6,1

17.3 1,2 40 12,2
26.0 1,8 60 18,3

6.8 25,1 1/6
6.3 23,4 1A
4 . /  1 1 , 4  1 A

16.5 62,5 1/3
15.9 60,2 113
1 3 . 5  5 1  , 1  1 t 3
9.5 36.0 112

26.0 98,4 3t4
24.5 92,1 314
21.A 19,5 3/4
16.5 62,5 l

,.) Copyisht 1939, TT Colporation




