
(r

rc

q,

Jabsco z14eo :21560 sERTES

EXPLODED VIEW

INSTALLATION ORAWING 21490 Series

HEAD KIT 21560Series

SERVICE INSTRUCTIONS

1 R€nove boLt (r), endcover and "O' dnss
2, Remove pump h€ad trom adaplor
3. Push out mpelerirom body.
4.  Remove seals€atand cup arbbernom body,
5. Remove rolary sea from drlve sloeve. Noie: Do
nol oxerl exc*slve axialor €dialpr€ss!ro on

6. Removo adapto.trcm molor lace
7, Orive siseve can not be removed, exceptfor
l,lodels-z1490-00-9121 21560-00-9121 and
21560-01-9121 which a€ fot  bonded

1. Bonding ol drive sleeve 23068-0000 to motor
shan Ensure s!rlaces arc clean, ifee orgrcase,
and dry. App y a ihin coat ofepoly resin adh€slve
(iwin pack) to both sudaces. Slide drte sleeve
onto shai( lo dimensron shown. Remove excsss
adhesive. Allowto cure as peradhesive nslruc-

2. Slide.otary sealonto drlve sleeve, !p lo the
shoulder (!se water ror lubricat on).
3. Assemble adaplorlo motor face usrig screws
(8) & washeB (9) inloadaplo. us ns sealant.
4 F i impeller into lubncaied body wrth a twisling
moibn ensurng same rolation as motor.
5. Fiicup rlbberand ceramic seat into body (use

6. Fit pump head to motorassemby.
7. Fii O rn9 and endcover and securewith bolt

Nole: For models 21490,00,9121 21560,00-
9121. 21560-01-9121 dive sleeve does not
rcqune bonding t sa slide fit oniy
Inspectall parls torwear ordamage and




