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Jabsco 23850 SERIES

atv
2 x3003166F

2 sP1602{24

1 23875-0030
"o' Ring ' 1 x1990-131

1 18714-1]cfo

€ 45716-00m

7 Body 1 23€7+Xg

1 2353$11008

Up S6.f 1 sP2701-52

1 0 Slin93r 'I 6342

1 1 1 sP80124138

S.wic. Kit SK39&OOO1 contains parE mafk d'

H6ed Kit:8851-2000 contairc:ll parts ercgpt k€y 11

Motor Spars hr SP8O12{134

x 55014198

x 5501{208

Motor |s not u$r $rvicabl., no olhor sparss asilablo
Motor has an auto - r6sat th6mal biD.lf motor stoDs
allow to cool b€lor6 rs€tartng

EXPLODED VIEW

MODEL VARIANTS
&450-1000 19hh [3/4'] HoB€ Adaplor3

2385S20001/? BSP lntemalPons

OPTIONAL EXTMS

2353!11008 lolnn I94'l PonAd4lor Kh

23732{000 Soc{on StEln.r [3OO Mlc.onl

23735-0010

23736.00008

Dl3 . A$embly

1. Remove endcover screws, €ndcover, and 'O'ring.

2. Withdraw rotor and vanes.
3. Removo two slotted hex screws.Iap body lightly
between Ports and rcmove.
4. Press seal from the rotor side of the body out of the
seet oore.

'1. Press seal from the motor side of the body into the
seal bore with lip positioned downwards.
2. Lubdcate motor shafl and install body on to motor
3. Align flat in rotor with flat on motor shaft and push
on.lnstall vanes as shown below.
4.lnstall "O' ring,endcover and endcover screws.

INSTALLATION DRAWING
c 1/2 (852779) r  1s oEEP
BOTI-] POR15

Assemble Vane€ As Shovm
With Radiussed Edge Leading
For Anti - Clocklrise Rotation

SLOTS
5.8 WDE

Mewed From Front




