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SERVICE INSTRUCTIONS

1. R€movs nurs (15) and washers (14).
2. Remove pump head r|om bear ng housirg
3. Plsh olt impe ler from body. Noler Removgl of cam (6)
6ndcam screw (7) is nol necessaryfor nomalservicing.
4. Remove seal seat and cup rlbber tom body.
5. R6move drive sl€ev€ frorn shat Remove rolary seal

6. From pedestal r€mov6lip seaL(11) and €rainirg ing
(2) .
7. R6movs shat and b€aring assembly irom body end of
p€daslalby p€ssing on driv€ end otshafl.
L P€ss lip s€al(16) our ofp€desral
9. Remove bearings and spacer lrom shafi by supponing
bearing (19) and pressng shattlhrough bearings, presshg

1. Press shan thrclgh bearings uplo shoulderon shafl
kesplng spacs bst\reen bsaingsand suppoding inner

2. Packarea bet{ieen seas and bea ngs wilh bearng
g€sse, (two ih.ds iull).
3, Lubicate o o. of bear igs with a light oil and install
shail and bea ng assembly inlopedestal. Keep bearlngs

4. lnstall retaining ring (12).
5. Lubncate lip a.d O.D. of sals with greaseand press
seals nro pedestal. (sea,l,p laces away r.om beaing)
6 Lub'icate rclary seal with water and slide on dive
sleeve (17). Slide dive s eeve onlo shait.
7. Inslall ceramic seal seat lnto cup rubber Llbrcate
outer surlace oisealseal assemblywilh waler and push
assembly intoweaelate (9) wilh ceram c s6atracing out of

8. Install impellar in lubricat€d body with a twisting motion
in the sams rotatDn as motor.
9 Fit pump head on boaing pedestal locating drive fats in
mpoller hub wilh dnve sleeveflats,
10.lnslall"O" drq in bodyand secufe pump headlo
be6rins housinqwLth screw (13), washer (14) 6nd nuts

Inspect allpa.ts forwear o. damaqe and replac€ ir




