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SERVICE INSTRUCTIONS

1. Remove sc,ews (1), endcover and O" n9.
Remove sc€ws (9) and slide ofibodycomplele
wllh impeller Remove seal seat and cup rubber
and push olt impelerrrom body.
2 Ge.tly levef the spacer(7) and seal(6), ofith€

R.movalotthe followhg parts ls not noc6s-
sary for nomalsoNicing. Howovd lf roquhod

3. Remove sc@ws (13) aid washers (14) a.d

4. Loosen set scfews (12) then applying heat
ard leve€ge slide oifshaftexlensior. Oo not
heat damage epoxycoating orshat, motorseal

Do Not Tamper With lMolof

1 To assemble shallertension! Supponmotor
shan (fan end) Alig n set screws (12) with the
shaft keway and p€ss on the shourder oflhe
shall exlension Tighten set screws (12)
2 Slide sealspacsron shaitlhen smearshaft
with oiland push rotary sealgenlly !nlilittouches

3 Fit adaplor to motor wlth screws (1 3) and

4 Fil rmpeller inlo lubricated body with a iwisting
moUon in lhe same roiation as motor. Fitcup
rubberand sea seal nto body.
5 SLlde lhis assembly over shafl and iit with
screws (9) aid washer (8) to adaplor.
6 Fii O' ing nto endcoverand sec!rc wilh

In3pect all parts foreear or damag€ and

,'ni
.s
,rl?'
t:i;

,,,F_
t!,

EXPLODED VIEW
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INSTALLATION DRAWING
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Suitable For lal 8O-B3/814 Fr.me Motor To IEC Standerd
lbl Up To 2.5 Bar Difterenlial Pressure




