
Model 3668O-SERIES

ELECTRIC BILGE
PUMPS
FEATURES
.  Sel f -Pr im .s
.  Diaphragm D€sisn ALlo. 's  DrY R!nf ins

o B! i l t . in  Hydraul ic  Pukat  on Dampener

a Pernranent ly  Lubr icated
Connect ins Bod

.  Corosion Resi r tant  N4ater ia ls

a BIA Type Accepted

SPEC IF  ICATIONS
U.S.  GPM Ll t res/N4ln.

3/4"  S ip .on Hos€
8 Lbs 13,6 kss )
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OPen Flow
Vert .  Dry Suct ion L i f t l

Por l5;
Weight :

I N S - I ' A  L L A T I O N

IOOUNTING
i\rounl lprghr n a dry a location (above highest bilge walor
lev6l) on a solid surlace Seecllo|] ol a dry cool vsntilaled
location will generaly exlend pumplire. Adjust beli t€nsion iof
% nch pay belween pLr eys

PLUIMBING
For inrake and d lscharse !se 3/4"  I  D non-col lapslb le hose
Keep n lake afd d scharse I  nes f ree of  k inks and restr  c '
t ions.  Use a 3/4"  b l ls€ st ra iner  (PAR f i j lodel  35890 0000)
ot  a 3/4"  1. .  ne st fa iner  (PAR lvodel  36200'0000) in  the
ntake ine i rom the b i lge to protect  pumP f rom d€br is .
Use a 3/4"  thru.h! l l  f i t t ins located above the water l ine at
a l l  ang es of  he€l  or  p i tch.

W I F I N G
Wire pump in a c rcui t  ndependent  of  a l l  o ther  e lect r ica l
f ix t l res.  Use st€nded copper wire.  Insta l l  fuse in  posi t ive
lead.  See tabie for  recommended wire and fuse s i re.  See
diagram for  w r  n9 conn€ct ions.  t lse a l0  ampiated swatch
(Par 44960-Ser les) .
After instal ation, lt k recommended that vohage be
check€d a i  the motor  terminals wi th motor  operat ing under
fu l l  load.  Vol tage should not  be less than 90% oi  rated

WINTEB STORAGE: When possible,it is preferred tha't the
complete pump be rernoved and stored in a warm dry place.
lf rhis is not possible,the pump must bs completely dr.ined,
hoses removed and pump run until all water is sxpelled.

DI [NE NSIONAL DBAWING
WIBING DIAGRAII '  FOB AUTOMATIC OPERATION

STAN DAR D MODE LS

(Op6n Flow)

3668G0000
36680.0010
3668S0020

1 2  V D C
24 VDC
32 VDC

7
5
3

4'{2e#Atf1€Kodite i,',

W ] R E  A N D  F U S E  S I Z E

36680.0000
l2 Voh

36680.00r0
24 Voll

36680.0020
32 Voll

1 . 2 5  i e d
2 5 - 5 0 l e e t

12 AWG
1O AWG

16 AWG

Fuse Siu e: Slow Blow
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EXPLODE D V IEW

" lndicales i t€ms ncluded in Hafdwqre Kit  (Kev 21).

SE RVICE

Cause3
.  Ai r  leak in  suct ion l ine.
'  B i lse p ickup not  submerged.
- Intake hose kinked or plugsed.
'  Fouled in take or  d ischarge

TBOUBLE SHOOTING

Loss ot  suct ion ro pump,

-  Rl rptured d iaphragm.

Rough or  noky operat io . .  -  Inrake or  d ischarge hose k inked
or pruggeo.

,  pump not  mounled f i rmty.
.  Loosened eccenrr ic  rcret r .
-  Buptured or  cot tapsed p!kat ion

dampener.

NOTICE: Tun aff Nwet to pump bebrc seNictng Faitute la do
sa could cause leakage of water duing rcpah.

VALVE REPLACEMENT

1. Aemove fo ' r r  bol rs  secur ing i rck shaf t  assembty.
2.  Expose valv€s by l i f t ing jack shafr  and at tached d aphragm

assembly f rom pump base.  Remove and ctean or  replace

3.  Insra l l  va lves,  maklns s! fe rubber fapper is  UP on intake
and DOWN on d ischarg€.

4.  Replace motor 'mo!nt-d aphragm assemb y and fasten e!€n-
ly  1o bas€ wi !h the four  1e down bol ls  ind washers,

PARTS LIST
36680-S.ri.3

DIAPHRAGII I  AND CONNECTING ROD REPLACEMENT

1. Remove fouf  bol ts  secur lng jack shafr  assemo,y.
2.  L i f i  jack sh€f t  and th€ arrached d iaphragm assembty f rom

3. Bemove two d iaphragm reta insf  screws and rhe botrom dia.

4 . Remove eccenrric screw. Renrove cornecting rod and dia,
phragm f rom the top d iaphragm rera iner ,  rhen unscr€w Dorr
to separate d laphragm and p lates,
Check d japhrasm for  cuts and cracks.  Check rod assembty
bearinq for excessive wear. Replace if badlv worn.
Loose ly rea$em ble d ia ph |agm, d iaph ragm p lates, con necting
rod spacer and diaphragm bolt onro connecting rod. Apply
a !h in f i lm of  Lockt i te '  ro eccentr ic  screw and fkmty
secure connectifq rod to jack shafr. Secure diaphragm to
upper draphragm rer6 ner  wirh the bonom diaphragm
retarner  sndtwoscrews.
Tighten connecting rod bott.
Boplace motor mounrdiaphraqm assemblv and Jasten even-
ly to base with the folr tie down bolts ano wasners.
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'lndicrtos Parts Conlained in Seftice l(il.
tlidhat€s Parts Supplied $iih BasaAssembJy.

THE PRODUC-TS DESCRIBED HEREIN ARE SUBJECT TO
THE JABSCO@ ONE YEAB LIMITED WARRANTY. WHICH
IS AVAILAALE FOR YOUR INSPECTION UPON REOUEST.

o Copyrjght 1988, |T-f CoForalion

PULSATION DAMPENER REPLACEMENT

1. Disco.nect power teads from pump and remove from

2. Remove nine bottom plate screws and the bortom ptate.
Putl out and replace pulsation dampener.

3. Replace bonom plate and screws. Tishten eventy to ensure
an arr and water seat.

4. Reinstall pump and reconnect power teads.

Lockt i re PST'  is  a t rad€mark of  Locki i re Corporarron.
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