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INSTALLATION
I\IOUNTING
Itlolnt upriqhl in a dry location (above highest bitge water
level) on a solid sudace, t\Iounting screws !hould be tjghtened
on y enolrgh to 6 ightly compress gfommet!, Ovenightened
scr€ws will reduce cushioning effect of mounts and may cause

P LU i / ]B ING
For int6ke and discharge, use 3/4" I  D non-col lapsible hose.
Keep intake and discharge lines free of kinks and restrictions.
To protect pump from debris,  instal l  the 3/4" in- l ine srrainer
{PAR [,4odel 36200-0000) in the intake l ine from the bi lqe.
Use a 3/4" thru-hull fittirq fof discharge located well above
the water l ing at al l  angles of heeL.

W  I R  I N G
Wire pump in a circul t  lndependenr oJ al l  orher electr ical
Jixtures. Use strrnded copper wire. Install fuse ln positive
circu t. See table for recommended wire and fuse size. See
diagram for wiring connections. Use a 10 amp{ated switch
(PAR 3"way swltch [4ode 44960-0001).
Aft€r installation, it is recommended that voltage be checked
at the motor terminals with motof operat ing under ful l  load.
Be sure measured vohage is not €ss than 11 volts on a 12 vott
system with a fully charged banery.

DI I \4E  NSIONAL DRAWING

Model 372O2-SERIES

ELECTRIC BILGE PUMPS
FEATURES
.  Pumpsard S!pp ied Wi lh Pump

. Sel f  Pr iming

.  Diaphragni  Design Al lows Dry Runn ns

.  Bui l t  in  Hydraul ic  Pulsat  on Dampener

.  Cor ios on Besis lant  t \4ater ia ls  Througho! t  for  Sea

.  Vleets USCG El€ctr  ca l  Resulat  of  T i t  e  33,
Chapter  l ,  Sect ion 183.410

.  BIA Type Accepted

SPECIF ICATIONS
Op€n Flow: 4.5 cPtvt

Vert. Dry Suction Lifi: 7 ieet
Pons: 3/4" S ip.on Hos€

W e i g h t r  5 5 L b s  ( 2 , 5 k g s )

STANDARD MODELS

Slow Blow
37202.0000
31202 AOt0

l 2  V d c
24 Vdc

7.5 At\4P
6.5 A[4P

8 AI\4P
7 A[/]P

1O Atr/]P
1O AMP

WIRING TABLE

Wire Lensth serween

1 . 25 feet
25 -  50 f€et

12 AWC
1O AWG

WIRING DIAGRAM FOR AUTOMATIC OPERATION

OFF
AUTOMATIC

Any JABSCOo Float Swirches

M A I N T E N A N C E
LUBRICATION: Check connect ins rod bearins annual ly and
add chassis lube as needed, No other lubr icat ion of the pump

WINTER STORAGE: When posslble, h h prefer ied drat the
complete pump be removed and stored in a wrrm dry place.
l f  thk h not possible, the pump must be compLetely drained,
hoses removed and pump fun unti all water is expelled.



EXPLODE D VIEW

' " . .
@ G (  )

T
{G-'.-F.

-6Ai

^' lndicales i lems inctuded in Hardware Kit  (Key 2j) .

TROUBLE SHOOTING

Loss of ruction to pump,

Fough or noisy operation.

SE BVICE

Causes
" Ai r  leak in  suct ion l ine.
-  Bi lge p ickup not  submerged,
- Intare hose kinked or pluqqed,
- Fouled intake or discharge

- Ruptured diaphragm.
- Intake or dkcharge hose kinked

or ptugged.
- Pump not mounted firmty.
- Loosened eccentric set screw or

worn connecting rod bearing.
. Ruptured or collapsed pulsation

PARTS LIST
372O1/372O2.Seties

K E Y DESCRIPTION PART NUMBER OTY

VALVE REPLACEMENT
L Turn off power to pump. Bemove four t e oown Do !s.
2. Expose valves by lifting motor mounr and the attached

diaphragm ass€mbly from pump base.
3.  Remov€ and c ean or  replace valves.
4.  Insta l l  va lves,  making s! ] re rubber fapper is  UP on intake

and DOWN on d ischarge.  Replace valve rera in ing p late.
5.  Replace motormount .d iaphragm assembLy ana rasren

evenly to base with the four tie down boits.

DIAPHRAGIVI  AND CONNECTING ROD REPLACEMENT
1 Turn o l i  powef  lo  pump Removelour  motor  mounr r  eoown

bo1ls.
2.  L i f t  motor  moln i  and rhe at rached d aphragm assembly

ffom pump bas€.
3.  Remove two d iaphragm reta iner  scr€ws and the d aphragm

Pu lconngcl ing rod assembly and d aphragm ffom molor
nou'rr  lher !rscrewbottoseparaledapt-ragrpates.
Loosgly easserble .ew draph'agT. d ao-ra9r p ates.
washer and diaphfagrn bol onlo new connecltng rod

Sllde connecling fod on shafl Enslre lhal eccenrflc rs
nfmly sealed on motor shaf l  and l ighien sel  screw t i rmty
agarnst llat s de of shafl

7.  Looseiy reassemble d laphragm, d iaphragm ptares,  washer
and d iapnragm boi t  onto connect tng rod.Tighten connec-
t ing rod bo r  whi le  mainta in ing at  qnnr-"nt  o1 rod bear ng
occenlr  c .  NOTICE: Avoid m sa ignment  or  twis i  ng o i  rod
on eccenlr c shait of excess ve bear ng wear w I fesu t.

PULSATION DAI 'PENER REPLACEMENT
1. Dkconnect power leads from pump and remov€ from

mount .  Remove four  t ie  down botrs.
2. Remove bottom plate screw and the bottom ptate. Putl

out  and replace p! lsat ion dampener;  posi t ion the 3 r ibbed
ca0i ty  on d ischarse s ide.

3. Replac€ bottom plate and screw. Tishten evenry ro Dase
with the lour tie down bolts.

4.  Feinsta l l  pump and reconnect  power teads.

THE PRODUCTS DESCRIBED HEREIN ARE SUB'ECT TO
THE JABsco@ oNE yEAR LtMtrED wARRANTy,  wHtcH
IS AVAILABLE FOR YOUB INSPECTION UPON REOUEST.

TlTllTlJabsco
..|-J--L m firid lechrctogy ColPo'at or

1445 Dale Way, P.O. Box 2158, C6ta M6sa, Ca 92629 21se
Tel: (714) 54ra251 : Fax: (714) 9s746.�9

Bingley Boad, Hod.lesdan, Hent'ardshi@ ENl 1 aBU, Engtand
Tel: 0992-467191: ftx: 26351 6; Fax: o9s2-462132

AllBighrs B6s€tu€d Fom:430@{110 Rev. joa2
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1 fi4otor Xit 12 vott dc
1 l4otor (il 24 vott dc

7 Connect ins Rod Ki t
8 Diaphraqm Plate
g oiaphmgrn

l0 Ssta iner
10a Valv6 Rat . in inq Pta ls
l1 Valve Set  ( tn tet  & 0ut tet )

15 Pulsar ion oamp6nrr

2 l  Hardwaio Ki l
Seivice Kil

30201-0000
30200-0040
35797.0000
30040.0000r
35688-0000
37174.0000*
35788.0000
358r6.0000
30005-0000r
35795.0000

,371?9.0000r
35738,0000
37t68.0000
37182.0000
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l
1

1 Set
I
1
1

I Sel

' l nd ica tes  Pd ls  Conta t ied  in  Serv tce  K i t
\0Tr  I  to r  Modd, / '0  0000 Ue FeD ee ' r ,  Moro .  Nu-ber  3020? 0000

l l2  Vot t  0n  y ) .
NoTE2 -For l4ode 37201.0000 Use2 Each 3s983.0000 Diaphragri pkrss.

PUMPGARD REPLACEMENTPARTS
Pa{ IlunbcrPad Desc,iption

0 .RlngSeal 36403 0000

o copyrisht 1992, tTT Corpo€rion




