
Model 41O75-SERIES

BATTERY gOWERED
HAI{D LIGIfT
FEATURES

Eeam selectio.s: Spot/Flood Beam

6" Diameter ,  Preckion NIo lded,

D!ai Pin Base, Standafd Automotive

Over 10.000 BCP

Non-fe(ous Housing,  Casl  Aluminum
Handle,  Sot t  Rubber Gr ip

1-3 l4 lbs.  (Approx. ,  Less Batrery)  (0,79 kgs)
9 lbs.  (Approx, ,  Wi th Bat t€ry)  (4,1 kgs)
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APPLICATION

ldeal for temporary work and recreation area lighting.
Thousands of ligh6 are in use nightly by Utility Companies,
Fire Oepartm€nts, Spodsmen, Campers, l\4arine Tradesmen
and many more. The powerful light beam,pius complete
pondbility, makes the 41075 an ideal temporary light for

BATTERY OATA
The battery must b€ purchased leparately. Eatteriet are
readily available .t dry cell battefy dktribution firms. The
7-112 volt, 20 cell power battery ia tisted c!nde!'lhe Star&I.l
lndustrial Battery Clasification as NEDA No.903.

MODELS AVAILABLE

D6scriprion

Standard
Catlon

Spot/Flood, Glass Lent, Wire Guard
Spot/Flood, Glass Lens, Wire Guard
Spot/Flood, Plastic Lens, Wire Guard

41075-2000
41415-2140
4 1 0 7 5 - 2 1 1 0
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Pooular Battery ManulactuErs

MFG of Brand

Burqess
Bright Star

N o . 7 1 5
M 903
4F,58
No. 155

DIMENSIONAL DETAIL
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2-112"
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OPERATION

Install Battery: Loosen battery post nuts. Sot
light plate on battery and stide tight ptate under
one pogt nut. Push clamp over side of batterv
and tighten thumbscrew Hook tioht wire t;
remaining post and tighten post nuts,
Liqht Op€ration: Push on the ligh t switch tocated
on the ight side ol the housinq. Adjust thetjqht
h€ad up or down to aim th€ lioht beam.

SERVICE
oira$embly: Detach the wire lens suard. Dis-
lodge the lens rstaining ring. R€move the tons

Bulb Replacemenr Push the butb in, rotate it
counterclockwke and pull irclear ot the socket.

Roflector and Socker B.placemenr: Cut rhe
crimp connector from the wire between the
socket and switch. Loosen the screw at the back
of the housing and r€move the ground wire tug.

Cleaning: Use only mild derergent and warm
water to clean the retlector or tens. Use ro
solvents or adrasives. Wipe dry with a soft tint-
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Retle.ro, a.d Socker A$!.
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40605.00r0
43586.0000

40608.0000
41070.0000
40607.0000
98039-0010
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