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Valve Assembly Series
Data Sheet

Basic Features
•	 Easy installation with pre-drilled mounting holes
•	 Nickel plated brass ball valves - 1/2” Female NPT
•	 1/2” hose barb
•	 2-7 Valve options for oil
•	 2-8 Valve options for diesel fuel

Versions
# of Valves Model For Oil Model For Diesel Dimensions

2 Valves VA-2 MA-2
A 5” / 127mm
B 5.4” / 137mm
C 2.5” / 64mm

3 Valves VA-3 MA-3
A 8.1” / 206mm
B 5.4” / 137mm
C 2.5” / 64mm

4 Valves VA-4 MA-4
A 11.6” / 295mm
B 5.4” / 137mm
C 2.5” / 64mm

5 Valves VA-5 MA-5
A 14.2” / 361mm
B 5.4” / 137mm
C 2.5” / 64mm

6 Valves VA-6 MA-6
A 17” / 432mm
B 5.4” / 137mm
C 2.5” / 64mm

7 Valves VA-7 MA-7
A 19.7” / 500mm
B 5.4” / 137mm
C 2.5” / 64mm

8 Valves Not Available MA-8
A 22.4” / 569mm
B 5.4” / 137mm
C 2.5” / 64mm

Manifold assembly manufactured with marine-
grade starboard (for use with oil) or powder-
coated aluminum (for use with diesel fuel). 
Ideal to connect multiple hoses to one pump.
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